
Chain Fitting Instructions 
 
It is the driver’s responsibility to ensure that chains fit tyres 
correctly before leaving Mansfield. 
1. Consult the car manual to check if chains can be fitted, then determine 
whether chains need to be put onto front or rear wheels. 
2.  When adviced to fit chains, pick a spot where other drivers can see and 
avoid you.  
3.  Check chain is not tangled, fit inner hoop over tyre (hoop with hook on 
one end and chain on other) 

 
 
The inside hoop should sit evenly around tyre, the hoop should not be 
on the shoulder of the tyre 

 
 

 

4. Roll the car half a wheel 
revolution forwards or backwards. 
Connect hook on chain- you may 
need to adjust by shortening a link, 
you won't know until you connect 
outside hoop 
	

5. Pull outer hoop tight and 
connect chain on the tightest link 
possible 
	

6. Fit excess chain on to 
tension arm or secure loose 
chain 
 
7. Pull back tension arm and 
lock off with locking link 
	



  
	
If you hear any banging or repetitive knocking, stop the car. Get out 
and investigate. - Loose chains will damage the under body and/or 
wheel arches of the car.  
 
With chains fitted drive slowly. 
 
Give yourself at least twice the distance as usual between your car and the 
car in front of you. Anticipate your stops, corners, and turns, avoid making 
sudden movements. 
 
9. When the road becomes clear of snow and ice pull over and remove the 
chains. Do not drive with chains on pavement unnecessarily. Pick a spot 
where other cars can see and avoid you. Unhook the inside and outside 
chains. Pull the chains off the tyre and lay them on the ground. Drive off 
forward until the tires are completely off the chains. Pick up chains and don’t 
forget to return them. 
 
 
If you brake a chain, you bought it!	

The outer hoop should sit 
evenly on tyre and not sit on 
he shoulder of tyre. 
 
8. Drive forward about 10 
meters    and retension the 
chain. 
	


